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(c) A certificate holder with an ap-
proved airport operations specification
on December 31, 1987, may use those
specifications in lieu of the specifica-
tions required by paragraph (b) of this
section until December 31, 1988. Until
the certificate holder has approved air-
port certification specifications, it
shall comply with § 139.215 as if that
section applied to its airport oper-
ations specifications.

[Doc. No. 24812, 52 FR 44282, Nov. 18, 1987; 53
FR 4119, Feb. 12, 1988]

§ 139.211 Preparation of airport certifi-
cation specifications.

(a) Each airport certification speci-
fications required by this part shall—

(1) Be typewritten and signed by the
airport operator;

(2) Be in a form that is easy to revise;
(3) Have the date of initial approval

or approval of the latest revision on
each page or item in the specifications
and include a page revision log; and

(4) Be organized in a manner helpful
to the preparation, review, and ap-
proval processes.

(b) FAA Advisory Circulars in the 139
series contain standards and proce-
dures for the development of airport
certification specifications which are
acceptable to the Administrator.

§ 139.213 Contents of airport certifi-
cation specifications.

(a) The airport certification speci-
fications required by this part shall in-
clude operating procedures, facilities
and equipment descriptions, responsi-
bility assignments, and any other in-
formation needed by personnel con-
cerned with operating the airport in
order to comply with—

(1) The following provisions of sub-
part D of this part:

(i) Section 139.301 Inspection author-
ity.

(ii) Section 139.303 Personnel.
(iii) Section 139.305 Paved areas.
(iv) Section 139.307 Unpaved areas.
(v) Section 139.309 Safety areas.
(vi) Section 139.311 Marking and

lighting.
(vii) Section 139.339 Airport condition

reporting.
(2) Any other provisions of subpart D

of this part, and any limitations, which

the Administrator finds necessary in
the public interest.

(b) In complying with paragraph (a)
of this section, the airport certification
specifications shall include at least the
following elements:

(1) Lines of succession of airport
operational responsibility.

(2) Each current exemption issued to
the airport from the requirements of
this part.

(3) Any limitations imposed by the
Administrator.

(4) The system of runway and taxi-
way identification.

(5) The location of each obstruction
required to be lighted or marked with-
in the airport’s area of authority.

(6) A description of each movement
area available for air carriers and its
safety areas.

(7) Procedures for maintaining the
paved areas as required by § 139.305.

(8) Procedures for maintaining the
unpaved areas as required by § 139.307.

(9) Procedures for maintaining the
safety areas as required by § 139.309.

(10) A description of, and procedures
for maintaining, the marking and
lighting systems as required by
§ 139.311.

(11) A description of the facilities,
equipment, personnel, and procedures
for emergency response to aircraft res-
cue and firefighting needs.

(12) Procedures for safety in storing
and handling of hazardous substances
and materials.

(13) A description of, and procedures
for maintaining, any traffic and wind
direction indicators on the airport.

(14) A description of the procedures
used for conducting self-inspections of
the airport.

(15) Procedures and responsibilities
for airport condition reporting as re-
quired by § 139.339.

(16) Procedures for compliance with
any other provisions of subpart D of
this part, and any limitations, which
the Administrator finds necessary in
the public interest.

§ 139.215 Maintenance of airport cer-
tification specifications.

Each holder of a limited airport oper-
ating certificate shall—

(a) Keep its airport certification
specifications current at all times;
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(b) Maintain at least one complete
and current copy of its approved air-
port certification specifications on the
airport;

(c) Furnish the applicable portions of
the approved airport certification spec-
ifications to the airport personnel re-
sponsible for their implementation;

(d) Make the copy required by para-
graph (b) of this section available for
inspection by the Administrator upon
request; and

(e) Provide the Administrator with
one complete and current copy re-
quired by paragraph (b) of this section.

§ 139.217 Amendment of airport certifi-
cation manual or airport certifi-
cation specifications.

(a) The Regional Airports Division
Manager may amend any airport cer-
tification manual or any airport cer-
tification specifications approved
under this part, either—

(1) Upon application by the certifi-
cation holder; or

(2) On the Regional Airports Division
Manager’s own initiative if the Re-
gional Airports Division Manager de-
termines that safety in air transpor-
tation or air commerce and the public
interest require the amendment.

(b) An applicant for an amendment to
its airport certification manual or its
airport certification specifications
shall file its application with the Re-
gional Airports Division Manager at
least 30 days before the proposed effec-
tive date of the amendment, unless a
shorter filing period is allowed by that
office.

(c) At any time within 30 days after
receiving a notice of refusal to approve
the application for amendment, the
certificate holder may petition the Ad-
ministrator to reconsider the refusal to
amend.

(d) In the case of amendments initi-
ated by the Regional Airports Division
Manager, the office notifies the certifi-
cate holder of the proposed amend-
ment, in writing, fixing a reasonable
period (but not less than 7 days) within
which the certificate holder may sub-
mit written information, views, and ar-
guments on the amendment. After con-
sidering all relevant material pre-
sented, the Regional Airports Division
Manager notifies the certificate holder

of any amendment adopted or rescinds
the notice. The amendment becomes
effective not less than 30 days after the
certificate holder receives notice of it,
except that prior to the effective date
the certificate holder may petition the
Administrator to reconsider the
amendment, in which case its effective
date is stayed pending a decision by
the Administrator.

(e) Notwithstanding the provisions of
paragraph (d) of this section, if the Re-
gional Airports Division Manager finds
that there is an emergency requiring
immediate action with respect to safe-
ty in air transportation or air com-
merce that makes the procedures in
this paragraph impractical or contrary
to the public interest, the Regional
Airports Division Manager may issue
an amendment, effective without stay
on the date the certificate holder re-
ceives notice of it. In such a case, the
Regional Airports Division Manager in-
corporates the finding of the emer-
gency, and a brief statement of the rea-
sons for the finding, in the notice of
the amendment. Within 30 days after
the issuance of such an emergency
amendment, the certificate holder may
petition the Administrator to recon-
sider either the finding of an emer-
gency or the amendment itself or both.
This petition does not automatically
stay the effectiveness of the emergency
amendment.

[Doc. No. 24812, 52 FR 44282, Nov. 18, 1987, as
amended by Amdt. 139–16, 54 FR 39295, Sept.
25, 1989]

Subpart D—Operations

§ 139.301 Inspection authority.

Each certificate holder shall allow
the Administrator to make any inspec-
tions, including unannounced inspec-
tions, or tests to determine compliance
with this part.

§ 139.303 Personnel.

Each certificate holder shall main-
tain sufficient qualified personnel to
comply with the requirements of its
airport certification manual or airport
certification specifications and the ap-
plicable rules of this part.
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